


Cascade lift will be revegetated to provide better separation of skiers of differing abilities, more aesthetic
ski terrain and improved safety conditions on the lower mountain. '

Construction of Trail 4-18 (see FEIS Table 3.3-10 and Figure 3-16) will require the installation of 11
culverts across perennial streams in the project area. Additionally, one new bridge will be constructed on
an intermittent stream for Trail 4-16 (associated with the Hogback Express chairlift) (see FEIS Table
2.3.1-2 and Figures 2-4 and 3-16). Mitigation Measure MMS5 will be implemented during bridge
construction, limiting the crossing to a single span and placing the footings above the bankfull channel
width to minimize the amount of in-channel disturbance (see ROD Table Al).

New facilities will include a 2000-square foot, two-story mid-mountain lodge within the expansion area.
During the ski season, this lodge will provide limited food service, 150 seats, and restroom facilities with
composting toilets. A 400-square foot wooden ticket booth with composting toilet will be constructed
adjacent to the Yakima Ski Club building, as well as a new 7-acre parking lot. ,‘

The parking lot will be located in the northeast corner of the current SUP area, adjacent to the existing
drainfield, and will be constructed by clearing vegetation, creating an access onto US 12, leveling the
parking area, establishing a gravel surface, and installing stormwater management facilities (see FEIS
Appendix M). The parking lot will be screened from US 12 by existing vegetation. Our decision also
addresses the phasing of the parking lot construction. Specifically, at the time of construction of the lifts
and trails in Pigtail and Hogback Basins, sufficient parking in the new lot must be developed to provide
for the additional ski area capacity and to remove parking along US 12. The parking lot may be phased
over a period of years provided that capacity increases are phased. Upon completion of the lifts and trails
in the expansion area, the 7-acre parking lot will be complete and only overflow parking will be allowed
along US 12 on days where visitation exceeds the Comfortable Carrying Capacity (CCC) of 3,800.

Utilities will be trenched into the ski trail clearings, with aerial crossings over streams. The preferred
water system is a water supply line from the existing water treatment facility to the mid-mountain lodge.
In the event this proves to be infeasible at the time of construction, we would authorize the digging of a
well upslope and within the 50-foot building envelope associated with construction of the mid-mountain
lodge.

As a part of the implementation of this Decision, a Pedestrian Management Plan will be developed by
White Pass prior to construction of the expansion area facilities and will address the process for ensuring
that parking along US 12 will not be permitted unless the parking lots (including the new lot) are
efficiently filled to capacity.

! For the purposes of this ROD, the terms “skiing” and “skier” refer to all snow sliding sports typically associated
with ski area facilities, such as snowboarding, telemark skiing, cross-country, alpine skiing, etc.
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